AGENDA ITEM
April 19, 2016

Subject: 2016 Bucket truck

Department: Public Works

Four bids were solicited for the 2016 Bucket truck which included Max Motors Nevada
Mo, Nevada Auto Mall, Fugate Motors El Dorado Springs Mo, and Altec from St. Joseph
Mo. Only one bid was received:

Max Motors $68,350.00

This purchase is budgeted 290-5-7000-319, and 200-5-4100-319.
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103 ; Audic system, 4.2" Diagonal Color Display. AM/FM sterec
K05 : Engine block heater

K34 : Cruise control, steering wheel-mounted

K40 : Exhaust brake

K47 : Air cleaner, high-capacity

KC4 Cocling. external engine oil caoler

KG4 : Allernator, 150 amps

KNP - Cooling, auxiliary external lransmission ol cooler
LML : Engine, Duramax 6.6L Turbo Diesel VB
MW7 : Transmission, Allison 1000 B-speed automatic
N2N : Fuel tank, front and rear, 63.5 gallon

P03 Wheel trim, painted trim skins and painted center caps
PTO . Power Take Off. engine control provisions
PYW - Wheels, 17" (43 2 ¢cm) painted steel
QQO : Tires, LT235/80R17E all-season highway

R9Y  Fleet Free Maintenance Credit

SEW : Back-up alarm calibration

SKP : Wheel, 17" x 6.5" (43.2 cm x 16.5 cm) full-size, steel spare
U01 - Lamps, Smoked Amber roof marker

U2J  SiriusXM Satellite Radio, Delete

UEQ : OnStar Delete

Q5 ; Augio system feature. 4-speaker system

V22 Grille, chrome surround

V486 : Bumper, front chrome

\/76 : Recovery hooks, front, frame-mounted, black
VK3 : License plate kit, front

VQ2 - Fleet Processing Option

ZQ0  Tire, spare LT235/80R17E highway

ZWS - Body, Chassis Cab

ZY1 . Paint, solid

» Save in Stored Configurations

CANCEL BACK

+ North American Order Workbench is intended solely for business use by GM Dealers. Pricing shown is for illustration purposes only. Refer to GMPricing com for official
GM Price schedules GGM pricing is subject to change by GM at anytime. withaut notice. The GSA Price Level 1s for GM use only
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Quote Number: 320705 -1
Altec, Inc.
April 11, 2016
Qur 87th Year
Ship To: Bill To:
CITY OF NEVADA (MO) CITY OF NEVADA (MO)
110 S Ash Street 110 S ASH ST
Nevada, MO 64772 NEVADA, MO 64772
us United States
Attn:
Phone:
Email:
Altec Quotation Number: 320705 -1
Account Manager: Blair M Nutzman
Technical Sales & Support: Nathan Bowman
Item Description Qty Price
1. ALTEC Model AT200A telescoping aerial device with end mounted, hydraulically leveled 1
platform. To include the following features:
A. Ground to bottom of platform height: 30.1 feet
B. Working height: 35.1 feet
C. Maximum reach to edge of platform: 22.7 feet (at 7.5 foot platform height)
D. Boom extension: 10 feet
E. Noncontinuous rotation: 370 degrees
F. Non- Insulating Aerial Device
G. Platform Capacity: 300 Ibs.
H. Boom Articulation: -13.5 to 80 degrees
I. Master/ Slave Leveling: Platform automatically maintains level during boom
articulation through a lifetime master/slave hydraulic leveling system that requires
no major preventive maintenance. Hydraulic leveling permits storing of the
platform in a horizontal position for road travel.
J.  Controls: 12 VDC Electric toggle switch controls for aerial device operation.
K. Hydraulic System: Open-center system operating at 2.5 gpm and 2,200 psi
L. Unitis painted with a powder coat paint process which provides a finish-painted
surface that is highly resistant to chipping, scratching, abrasion and corrosion.
M. Structural Warranty on the following major components is to be warranted for so
long as the initial purchaser owns the product: Booms, boom articulation links,
hydraulic cylinder
N. Manuals: Two (2) operator and Maintenance/Parts manuals
2. AT200A Unit Model 1
3. Post Mount Pedestal, 40 inch tall 1
4. Poly Reservoir, Pedestal Mounted, 7 Gallon; Includes Sight Gauge. 1
5. Single One (1) Man, Fiberglass Walk-In Platform; fixed position with door. 26 x 26 x 42 1
inches; includes safety strap and latch for door.
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Description

Platform Cover, Soft With Elastic Retention And Lanyard Attachment, For Walk-In
Platform

Two-Speed Electric controls at the platform include toggle switch controls for boom
functions, an emergency stop switch, and a high/low speed selector that is integral with
the master engage switch. Lower controls are on a pendent mounted box and include
electric toggle switches and a 'push to operate’ master engage switch. Lower controls
are installed in a body compartment unless otherwise specified.

Engine Start/Stop At Upper And Lower Controls
Steel upper control cover
110 VAC Outlet At Platform

Manual lowering valve located at the boomtip. For use in emergency situations to allow
the operator to lower the boom to the ground

Dual Strobe Beacons, Amber LED With Brush Guard, Mounted On Unit Turntable

Powder coat unit Altec White.

Unit & Hydraulic Acc.

HVI-22 Hydraulic Oil (Standard).
Standard Pump For PTO

Hot shift PTO for automatic transmission

Body

108 Inch Universal Small Aerial Body for a 60 Inch CA Chassis with 38 Inch Long Side
Access Tailshelf to Meet the Following Specifications:

Basic body fabricated from A40 grade 100% zinc alloy coated steel

All doors are full, double paneled, self-sealed with built-in drainage.
Electro-zinc plated, steel hinge rods extend full length of door.

Door hinges are zinc alloy material attached with rivets

All doors contain stainless steel, flush mounted, paddle activated rotary style
latches with two-stage locking, including keyed locks and adjustable strikers.
Heavy-gauge welded steel frame construction with smooth galvaneal floor.
All edges are either rolled or folded for strength and safety

Door header drip rail at top for maximum weather protection.

Neoprene or rolled fenders on wheel fender panels.

Steel treated for improved primer bond and rust resistance.

Automotive underseal applied to body.

Automotive type non-porous door seals fastened to the door facing.

108 Inch Body Length

40 Inch Body Height (Standard)
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